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Mounting regulstors series RED

Regulators used for 21" beams for mounting switches or devices in cabinets.

• mounting screws
• cage nut kit

i n t h e s e t :

• designed for mounting 19" cases in racks with  
21" beam spacing

• allow the device to be mounted withouthaving  
to replace the holders

• can be installed in beams with standard or ETSI  
spacing

• versions for 1U, 2U, 3U, 6U high cases
• convenient installation into 19" cases using  

cage nuts.

f e a t u r e s :

s t a n d a r d s a n d c e r t i f i c a t e s :

• ITU-T L.202 (07/10)
• 2001/95/WE directive

RED series

usable height [U] 1, 2, 3, 6

weight [kg] 0,2

color powder-coated steel, color RAL 7035
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o r d e r i n g :

0 1 description

RED-21- regulator for cabinet applications with 21" beam spacing

1U height 1U, standard opening

2U height 2U, standard opening

3U height 3U, standard opening

6U height 6U, standard opening

1U/E height 1U, ETSI type opening

2U/E height 2U, ETSI type opening

3U/E height 3U, ETSI type opening

6U/E height 6U, ETSI type opening

e x a m p l e :

RED-21-2U/E – 2U high regulator used in cabinets with 21" beam spacing and ETSI typeopening.


