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Vertical fiber optic cable distribution box

s e c t o r s :
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• mounting screws,

• optical splice tray with cover

a c c e s s o r i e s :

o p t i o n a l a c c e s s o r i e s a n d  
p r o d u c t s :
• heat-shrinks

• designed to use in FTTx optical access 
networks 

• optical node between vertical cable and 
subscriber pigtail

• compact size

• place for 24 fusion splices

• divisible design allows mid-span access

• installation on existing ducts

• four side cable input ports

• Lockable door

f e a t u r e s :

s t a n d a r d s a n d  c e r t i f i c a t e s :

• V0 according to UL94,

• IP41 according to EN 60529,

• IK10 according to EN 50102

• RoHS 2011/65/EU,

• IEC 61300-2-22.

MSN-NW-1K9



Update:  210303_DS

w w w. f c a . c o m . p l

F i b e r o p t i c s p l i c e b ox

M S N - N W - 1 K 9

o r d e r i n g :
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t e c h n i c a l s p e c i f i c a t i o n :

MSN - PW

dimensions [width x height x depth] [mm] 183 x 205 x 57

cassette | cover SK-24-FCA | SK-24-FCA-COVER

maximum number of splice cassettes 1

cable ports 6

max. cable diameter [mm] 28,6 

max diameter of vertical duct [mm] ⌀ 42

weight [kg] 1,1

material steel, RAL 7035

code description

MSN-NW-1K9 fiber optic splice box


