
Push-In Gasblock Terminator

Innovative new generation gas-block with push-in system for easy application. 
Patented sealing technology can seal very wide range of cables which brings
extra advantage for logistics. Only one size/type of gas-block will seal any cable
size within your micro-duct.

Body material:
Spring material:

Seal rangel:
Temperature range:
Working Pressure:

Standards:

GBLCKPF5
GBLCKPF7

GBLCKPF14

GBLCKPF10
GBLCKPF12

Unit of issue:
Packaging:

Other details:

Polycarbonate composite
Stainless steel
Microducts: 5-14   Cables: 1-9mm      Seal silicone
-15°C / +45°C
max. 1bar

EN 50411, ISO 14743, Ul94 v-2

Dimension Length / Width / MD diameter

16.5   10.5   5
26      13.5   7
26      16      10
33      19      12
34      22      14

- Gas-block terminator MD 5mm, cable 1-2.5 mm
- Gas-block terminator MD 7mm, cable 1-4 mm
- Gas-block terminator MD 10mm, cable 1.4-6.5 mm
- Gas-block terminator MD 12mm, cable 3-8.6 mm
- Gas-block terminator MD 14mm, cable 3-9 mm
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Technical specification

Ordering Codes

Product Name

1/11/11/1

Ds0026-v201401 Push-In Gasblock Terminator

10 pc
Safety clip included

from 04/2015


